Korinstruktion till X7/U7 Del 2

Main menu U
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Stromvavtagare bada (A+B) uppfallda

FLOW:  OkPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EQL RES: 61kPa
THROTTLE: 0
REVERSER: neutral
BRAKE:  application

XYZYP:1.123, tmsm', 2 00,0.112, -1.545

Main menu
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vavtagare bakre (B) uppfalld ‘

FLOW:  OkPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EOL RES: 61kPa
THROTTLE: 0
REVERSER: neutral
BRAKE:  application

XYZYP;: 1123, guss?, b 00, 0.112, -1.545




Main menu

FLOW:  OkPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EQL RES: 61kPa
THROTTLE: 0
REVERSER: neutral
BRAKE:  application

Repeterare foér padrag

XVZYP: 0.998, tmmul, ) 00,0112, -1.545

Main menu

FLOW:  OkPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EQL RES: 61kPa

ROTTLE: 0

REVERSER: forward
BRAKE:  application

XYZYP: 0.998, tmmul, % 00,0112, -1.545




Main menu
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FLOW: 0 kPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EQL RES: 61kPa

REVERSER: reverse
BRAKE:  application

FLOW: 0 kPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EQL RES: 61 kPa

REVERSER: reverse

Stralkastarstrombrytare med kontrollampa S| BRake:  application

Stralkastarstrombrytare med kontrollampa

XYZYP: 0.865, guss:!, L 00, 0.112, -1.545




Main menu

FLOW: 0 kPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 784 kPa
EQL RES: 61kPa

REVERSER: reverse
BRAKE:  application

Padragshandtag (eng. throttle)

Main menu

FLOW: 0 kPa
BRK PIPE: 481 kPa
BRK CYL: 6 kPa
MAIN RES: 775 kPa
EQL RES: 483 kPa

BRAKE: release
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XYZYP: 1967, gm]:ﬂ, 2 00, -0.045, -0.481




Main menu

Bromstrycksmatare:
Huvudbehallare
Bromsledning

XYZYP: 0.984; .*n.:ezz‘ % 00, -0.048, -0.461

XYZYP: 0.750; .*n.:m‘ % 00, -0.048, -0:461

Hastighetsmatare

FLOW: 0 kPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 785 kPa

REVERSER: reverse
BRAKE:  application

FLOW: 0 kPa

BRK PIPE: 63 kPa
BRK CYL: 377 kPa
MAIN RES: 785 kPa
EQL RES: 61kPa

REVERSER: reverse
BRAKE:  application
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